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Huizhou Boody Technology Co., Ltd
Http://www.boody.com.cn

Fax: +86-752-2831030
Tel: +86-752-2831031

E-mail: sales-hz@boody.com.cn
UL insulation systems: E358019
ISO9001/14001 Certified

Features
 RoHS compliant
 Wideband 4.5-3000MHz
 RF power: 250mW Max.
 DC current: 30mA Max.
 Operation temperature -40~85℃
 Impedance ratio: 1:1

Applications
Ideally suited for high volume cellular and wireless 
application

Mechanicals (Unit in mm, tolerance:+/-0.25 unless specify)

Schematics

Electrical Specifications: TA=25℃ Zo=75Ω
Parameters Test condtion Unit Min. Typ. Max.
Frequency - MHz 4.5 - 3000

4.5-1000MHz dB - 0.6 1
1000-2000MHz dB - 1.7 2
2000-2500MHz dB - 2.3 5
2500-3000MHz dB - 3.2 6.5
4.5-1000MHz dB - 0.8 1

1000-2000MHz dB - 0.9 2
2000-2500MHz dB - 1.9 6
2500-3000MHz dB - 2.6 8.4

4.5-20MHz dB - 1 ±1.2
20-1000MHz dB - 0.5 ±1.0

1000-2000MHz dB - 0.7 REF
2000-3000MHz dB - 0.8 REF
4.5-1000MHz Deg - 0.3 ±20

1000-2000MHz Deg - 8 REF
2000-3000MHz Deg - 19 REF
4.5-1000MHz dB 15 24 -

1000-2000MHz dB Ref. 16 -
2000-3000MHz dB Ref. 12 -
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Application & test circuit Zo=75Ω
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